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Purpose of This Guide  

This guide is designed to provide system administrators with detaile d information 

concerning HOB MacGate, to help them decide where and when this product can be 

most effectively deployed in their enterprise network.  

The procedures for configuring the individual software components are documented 

in detail with step -by-step instructions.  

 

 

Symbols and Conventions  

This manual uses certain symbols and conventions to help the reader. These 

are explained below: 

 

This symbol indicates useful tips that can make your work easier . 

 

 

This symbol indicates additional informative t ext. 

 

 

This symbol indicates an important tip or procedure that may have far -

reaching effects. Please consider carefully the consequences of any 

changes and settings you make here.  

 

 

This symbol indicates that there is additional information on this to pic 

in the online help. 

 

 
This symbol indicates procedural steps. The individual steps are 

numbered as follows:  

1. Step 

2. Qrcn ¡ 

¶ Keys or key combinations are displayed in square brackets, e.g. [Space].  

¶ References to program commands and dialog boxes  are printed in bold 

type, e.g. Select the command Mncl¡. 

¶ Cross-references to Section headings with numbers are marked in color as 

follows: Section 1 Overview. 

¶ Text, screen displays and file names to be entered by the user  are 

displayed in the font Courier New . This input is  ̄unless otherwise 

mentioned - case sensitive. 
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1.   Overview 

1.1. What is HOB MacGate?  

HOB MacGate gives you access to your Mac Computers across your network 

 ̄through the LAN or over the Internet - with any RDP client from any client 

platform.  

HOB MacGate merges the Mac OS X desktop onto the PC desktop and gives 

the user the experience and usability of working simultaneously on both PC 

and Mac. The user sees the desktop of the remote system on the client 

computer, and can work with this as if locally installed on their PC.  

HOB MacGate also has the great advantage that the user need not install any 

software on the client. We recommend using HOBLink JWT to obtain high-

performance access under any Java-capable platform, and this can be used 

under any client OS, such as Windows or Linux.  

HOB MacGate is the extension to HOB RD VPN (Remote Desktop Virtual 

Private Network), the HOB software solution that affords secure SSL/TLS 

encrypted remote access to the applications and data on any Mac machines 

currently in their enterprise network.  And with this access to the data comes 

the facility to print not just from the Mac itself, but also from any printer 

connected to the local client. This industry first feat ure enhances the usability 

and effectiveness of your work truly giving you the feeling of having your own 

office whether you are on the road or not.  

 

 

Diagram 1: Accessing a Mac remotely with any client platform 

1.2. Features o f HOB MacGate  

HOB MacGate 1.2 comes with the following features included:  

¶ Single User Remote access to Mac Desktops  

¶ Print locally on the client from applications installed on your Mac Host  

¶ Synchronization of remote and local monitor resolution   ̄the chosen 

display on the monitor of one machine is matched on the other  



Overview __________________________________________________ HOB MacGate 

8 Connectivity Solutions by HOB 

 

¶ Copy and paste of text from a program running on one machine to a 

program running on the other machine 

¶ International keyboard support  

¶ Mouse pointer image synchronization  between the two machine s 

¶ Configurable server port  

¶ Configurable Terminal Server security levels  

¶ Installer package in both English and German  

1.3. HOB MacGate  running as  a Daemon 

HOB MacGate runs on your Mac as a Daemon under Mac OS X. A Daemon 

(disk and execution monitor) is a computer program that runs in visibly in the 

background rather than under the direct control of a user . Daemons are 

usually initiated as background processes , so once HOB MacGate is installed 

it runs permanently and need not be individually started . It can of course be 

configured as desired as often and at any time you wish to suit your changing 

needs. 
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2.  Installation  

2.1. System Requirements  

HOB MacGate is a relatively small software package, but failure to deploy it 

on suitable hardware can result in poor perform ance. Please ensure that your 

system supports these basic requirements. The HOB MacGate software need 

only be installed on the Mac side, with your preferred RDP software on the 

client side. Once the few simple configuration steps are completed your Mac 

and PC environments are fully integrated. 

 

2.1.1.  Mac System 

The Mac computer must have Mac OS X 10.5 (Tiger edition) or newer 

installed. We recommend using hardware with a CPU of at least 1GHz and 

256 MB RAM.   

2.1.2.  Client System  

On the client side we recommend using HOBLink JWT, the Java terminal 

server client component of  HOB RD VPN. Also supported are UWT and the 

Microsoft RDP client, MS Remote Desktop Connection.  

2.1.3.  Memory Requirements  

The following information refers to a typical installation and is only 

approximate. The actual values depend on the OS being used. 

The installation requires about 50 MB hard disk space on your Mac.  

 

2.1.4.  Install ing HOB MacGate  

1. HOB MacGate 1.2 is delivered as a disk image (.dmg) file. The first step is 

to copy this file, HOBMacGate1.2 .dmg , to your Mac desktop.  

2. Double click the disk image t o open it. The image loads as a new volume 

on your desktop. This new volume is named HOB MacGate 1.2. Click this 

volume to display its contents.  

3. Once the HOB MacGate volume is open, double click the file  HOB 

MacGate. pkg . This starts the installation program. Also included in this 

volume is a .pdf version of the HOB MacGate Administration Guide.  
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     Diagram 2: HOB MacGate Installer 

4. The HOB MacGate Installer program guides you through the installation 

process. Click Continue after each step.  

5. Once the installation is complete HOB MacGate starts automatically and 

you may now connect to your RDP Client.   
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3.  Configuration  

3.1. Configuring HOB MacGat e 

HOB MacGate must be properly  configured on both the Mac and the client 

sides for it to run. On each side only a couple of simple steps are required.  

We recommend, however, that you take some time to read through these 

instructions carefully to ensure that it is clear what needs to be  done for each 

of these steps. 

 

To configure MacGate, open System Preferences and select the HOB 

MacGate item from the Other group, see Diagram 3 below. 

 

Diagram 3: System Preferences featuring HOB MacGate  

This opens the HOB MacGate Preferences tab screen, where you can adjust 

the settings as required. The Preferences are organized into three tabs: 

Connection, Printing and Others.  

These tabs contain the settings that you require to configure HOB MacGate 

correctly on your l ocal machine.  

When opened, the Preferences Screen opens by default on the Connection 

tab. 
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3.1.1.  Preferences - Connection tab  

The Preferences  ̄Connection tab  controls how the connection between the 

client machine and your Mac is set up. It also indicates the current status of 

the HOB MacGate program with a small colored button and the words On or 

Off that show if  it is currently running.  

The following settings can be configured  here: 

Port 

This is the port through which HOB MacGate is accessed. The default port is 

port 3389, but this may be changed to suit  your local system requirements . 

This port number, together with  the IP address of the Mac, constitute s the 

target for the RDP client configuration . 

Security Level 

Your data can be protected by encrypting it  on the communications link 

between the client and the Mac. Encryption protects against the risk of 

unauthorized interception of transmitted data. By default, Remote Desktop 

sessions are encrypted at the highest level of security available (128-bit). 

However, some older versions of Terminal Services client software do not 

support this high level of encryption.  If your network contains such legacy  

clients, set the encryption level of the connection to send and receive data at 

the highest encryption level sup ported by the client.  

¶ Low 

This encryption level (40- or 56-bit, RC4) of the data from the client to 

the server should be used only if other additional encryption protects 

your data, for example when you are using HOB RD VPN. 

 

¶ Client Compatible  

This level encrypts data sent between the client and the remote 

computer at the maximum key strength supported by the client. Use 

this level if your client computer does  not support 128 -bit encryption.  

 

¶ High 

This level encrypts data sent from the client to the remote computer 

and from the remote computer to the client using strong 128 -bit 

encryption. Use this level only if you are sure that your client computer 

supports 128-bit encryption (if it is running Windows XP Professional , 

for example). Clients that do not supp ort this level of encryption are 

not able to connect.  

 

Disable HOB MacGate:  

Check this box if you wish to disable HOB MacGate. With this box selected 

HOB MacGate is switched off and no remote connection is possible. This 

could be done for security reasons  in case a connection to another machine 

is suspected to be a threat.  
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3.1.2.  Preferences - Printing Tab  

For Printing Preferences and settings please see Section 5 Printing with HOB 

MacGate or use the Online Help provided through the Help button on screen.  

3.1.3.  Preferences - Others Tab 

This tab contains configuration settings that make it easier for you to monitor 

how HOB MacGate is working.  

Extended Log 

Messages from HOB MacGate are automatically written into  the log 

contained in the folder Library:Logs:HOB . The log can be displayed with 

the Console program contained in the Utilities folder of your Mac.  

For diagnostic purposes you can enable the Extended Log, logging more 

details about your work. However this results in more computing capacity 

being used, slowing down your computer. Because of this we recommend 

that for your daily work the Extended Log should be disabled.  

 

Logout after disconnect:  

Check this box if you wish HOB M acGate to automatically log the user out 

whenever the system disconnects. This includes voluntary disconnections 

and any potential system crash or loss of signal. For security reasons it is 

recommended to select this option in the case a loss of connection  occurs.  

 

3.2. Configuring HOBLink JWT  

Now that the installation and configuration are complete  on the Mac, the next 

step is to configure the connection to the client (Windows PC) side. Here the 

configuration on HOBLink JWT is described, but UWT and MS RDP client 

software are also suitable. In this case refer to your client software with 

regards to configuration, but use the settings as described below.  

Once these steps have been completed, you can connect HOBLink JWT to 

the Mac to display the desktop.  

 

3.2.1.  Config uring the Connection  

1. Open HOBLink JWT Session Editor. From the organization tree in the left 

pane select the Connection scheme. 
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Diagram 4: HOBLink JWT Session Editor  ® Connection scheme  

2. Click New at the bottom of the left pane (see Diagram 4 above) to create 

a new scheme. 

3. Enter an appropriate Scheme Name on the right hand side pane for the 

connection to the HOB MacGate, such as MacGate . This should be a 

name consistent with the sessions you are about to perform once the 

program is fully configured.  

4. For Connection Type select Direct . This sets up the client to 

communicate directly with the server, and not go through other proxies.  

5. Disable the Choose Terminal Server at runtime checkbox.  This is to 

make sure that the Mac running HOB MacGate is selected as the desired 

server. 

6. For Terminal Server enter the IP address or the host name of the Mac to 

be connected to (e.g. MyMac.mycompany.com ). All servers have names 

in these two forms by which they are identified on the network, so either 

can be used here. 

7. For Port enter the number of the port that  is to be used for the 

connection . The default value is 3389 . If you have entered a different port 

number in the HOB MacGate configuration (see Section  3.1 Configuring 

HOB MacGate), then this port number must be entered here. 

8. The WSP Server in case of HOB RD VPN configuration may be ignored 

here, and the Proxy configuration should be configured only if you r 

network requires http proxies in order to connect to the Mac.  

9. The connection is now configured. If you click Close now, the JWT 

Session Editor closes and must be reopened to continue.  

10. Select the Logon scheme from the Left hand pane and click New. 
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Diagram 5: HOBLink JWT Session Editor  ® Logon  scheme  

11. Enter a Scheme Name (e.g. MacGate ) . Again this should be a name 

consistent with the sessions you wish to perform.  

12. Enter a User Name and Password for the logon to the Mac.  These must 

be the login User Name and Password for  your Mac, as it is to the Mac 

you want to connect as it must allow you access.  Here Mac is used as the 

User name. 

 

These User Name and Password entries are required at configuration 

and cannot be newly specified during the logon procedure . 

  

13. Click Close to apply the settings and close HOBLink JWT Session Editor. 

The connection is now configured, and JWT can now connect to the Mac 

desktop . 

3.3. Configuring Microsoft Remote Desktop  

Connec tion  

If using a standard RDP connection, the foll owing entries will be required. In 

this example Microsoft  Remote Desktop Configuration is used as an 

illustration. 

 

1. From the Start menu click Start > All Programs > Accessories > Remote 

Desktop Connection . 

2. Click Options to expand t he screen to the dialog  shown below . 
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Diagram 6: MS Remote desktop Connection  ® Logon  scheme  

3. Select the Advanced tab and make sure that either Amllcar _lb bml«r

warn me or Warn me (the default setting) is configured here. 

 

4. Return to the General tab and enter the IP address or the host name of 

the Mac in the Computer field. 

5. Enter the User name of the Mac.  
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6. Enable the Allow me to save credentials  check box. This is necessary as 

the system requires these credentials (User name and Password) as 

without these saved the connection will fail.  

7. Click Connect to establish the connection.  
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4.  Combin ing HOB MacGate  with  HOB RD VPN 

HOB MacGate can be combined with HOB RD VPN to offer a performant 

solution for  secure remote access to the applications and data in the Mac 

network.  

These last two steps described below enable RDP communication to take 

place between the two computers. For this the WebSecureProxy (WSP) 

component of HOB RD VPN is used for the server side software 

configuration . This is the secure system proxy that transmits and receives 

data between the machines in the network.  

4.1. Configuring HOB MacGate to work with HOB RD 

VPN 

No extra configuration of HOB MacGate is required to set it up to 

communicate  with HOB RD VPN. Please refer to Section 3.1 Configuring 

HOB MacGate for all the necessary configuration information.  

4.2. Configur ing WebSecureProxy  

When using HOB MacGate with HOB RD VPN, first configure the 

WebSecureProxy to allow RDP communications. To do this, proceed as 

follows: 

1. Open HOB WebSecureProxy configuration.  The following screen is 

displayed. 

 

Diagram 7: Configuration screen of  HOB RD VPN WebSecureProxy  

2. Click Server Lists and click Add at the bottom left . This opens the Server 

List screen (see Diagram 8 below).  
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Diagram 8: Setting up S erver configuratio n in HOB RD VPN WebSecureProxy  

3. In the Name field, enter a name (e.g. MacGate ). At this point any 

appropriate name may be used. Click Add to display the Server 

configuration screen.  

 

 

Diagram 9: Server configuration in HOB RD VPN WebSecureProxy  

4. The Mode selected must be  1:1 Gateway . This sets up a direct one-to-

one communication with the server.  

5. Under Predefined protocol  select RDP Windows Terminal Server  -  

HOB EXT- 1. This is a default protocol created to ensure that HOBLink 

JWT connects correctly to HOB MacGate. 

6. For Host IP Address, enter either the IP address or host name of the Mac 

to be connected to (e.g. MyMac.mycompany.com ). 

7. For Host port , enter the port  number used for the connection to the Mac  

(default: 3389 ). If you have entered a different port number in the HOB 
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MacGate configuration (see Section 3.1 Configuring HOB MacGate), then 

this port number must be entered here. 

8. Click from the main menu File > Save and exit the WebSecureProxy 

configuration.  

4.3. Configuring  a JWT Session 

The final step is configuring the client side software (here HOBLink JWT is 

described) so that it recognizes the new machine ( the Mac) to which it is now 

connected.  

Setting up an RD VPN connection for MacGate 

1. Open EA Administration (the administration component of HOB RD VPN).   

2. Select a User and right-click to display the dropdown menu. Then select 

Configure > Sessions > HOBLink JWT. The following screen (Diagram 10) 

is displayed. 

 
Diagram 10: Opening HOBLink JWT Session configuration in HOB RD VPN 

3. The HOBLink JWT Administration screen is displayed (Diagram 11 below). 

In the tree structure on the left select the item Schemes in the 

organization tree, select Connection and click New on the bottom left  to 

configure a new connection . 
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Diagram 11: HOBLink JWT Administration window ® Connection tab  

4. For Scheme Name enter a name for the new connection sc heme, e.g. 

MacGate . This must be consistent with the naming convention used 

before. 

5. Under Connection Type select WebSecureProxy Socks Mode . This 

completes the connection configuration.  

6. Now open the HOB WSP tab. The following screen is displayed:  

 
Diagram 12: HOBLink JWT Administration window ® HOB WSP tab 

7. Deselect the checkbox Prompt user when connecting .  

8. For Server Name enter the name of the server configured under Server 

List exactly as given for the connection in the Name field in the WSP 

configuration (see Diagram 9: Server configuration in HOB RD VPN 

WebSecureProxy). This is now the Socks server. This completes the WSP 

configuration.  








